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concrete solutions

Advanced Concrete Repair
& Waterproofing Systems

ÖÖÖÖÖ Concrete Repair Systems
ÖÖÖÖÖ Water Stop Injection
ÖÖÖÖÖ Floor Repair Systems
ÖÖÖÖÖ Joint Sealers
ÖÖÖÖÖ Equipment
ÖÖÖÖÖ Coatings
ÖÖÖÖÖ Packers
ÖÖÖÖÖ Pumps
ÖÖÖÖÖ Consulting
ÖÖÖÖÖ Certification
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Visit us on the internet at

www.SealBoss.com

for complete and updated information
or call our free service hot line at

714-662-4445 or toll free at 1877-932-2293

Visit the on line web store at

www.BuyDDI.com

for more supplies
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Professional
Pressure Crack Repair &
Leak-Stopper - Water Stop System

For Smaller Jobs And Home Repairs
Seal Cracks Permanently
In Basements, Pools and other Structures

This Commercial Grade Do It Yourself Kit includes:
1 gal  1510 Water-Stop-Foam or 1570 Flexible Water-Stop-Foam

Professional Grade PU-Foam Grout
0.1 gal  15x Accelerator
20 Injectors (Professional Grade Packers)
1 Hand Injection Gun Modified For PU Injection
1 Injection System Manual, Product Information
1 Pair Protective Gloves Latex

Toll Free Telephone Support,  SealBoss   Hotline 1877-932-2293

Professional
Structural Strength Epoxy Crack Repair System
For Smaller Jobs And Home Repairs
Repair Cracked Concrete Permanently
For Basements, Pools, Patios and other Structures

The Commercial Grade Do It Yourself  Kit includes:

1 Epoxy Injection Adhesive Handgun 2:1 mix-ratio
2 34oz 4000slv Epoxy Injection Resin
1 34oz 4000 Quickseal Epoxy Paste
2 Static Mixer Resin
1 Static Mixer Paste
2 Port Connector 1/4" to 1/4", 3/8" to 1/4", Flex Tube
50 Epoxy Inject Ports (Speptri)
1 Injection System Manual, Product Information
1 Pair Protective Latex Gloves

Toll Free Telephone Support,  SealBoss Hotline 1877-932-2293

SealBoss SealBoss SealBoss SealBoss SealBoss ® D.I.Y.  Water Stop Kit

SealBoss SealBoss SealBoss SealBoss SealBoss ® D.I.Y.  Epoxy Concrete Rep air Kit

Professional
Latest Polyurea Technology For 10 Minute Crack Repairs
Floor Crack and Joint Repair System
For Smaller Jobs And Home Repairs
Repair Problem Floors Fast
and even at Very Low Temperatures.

For Garages, Patio, Warehouses
and other Structures.
You mix and match product depending on your needs,
 for a total of 5 cartridges and mixers  from the following products.

The Commercial Grade Do It Yourself  Kit  includes:

1 Polyurea  Adhesive Handgun 1:1 mix-ratio
Get up to 5 cartridges total of the product needed:

up to 5 22oz 6060 Quickfix Polyurea LV Resin (Thin - for cracks)
and/or
up to 5 22oz 6500 Universal Polyurea Sealer  (Thick - for joints)
5 Static Mixer Resin
1 Repair System Manual, Product Information
1 Pair Latex Protective GlovesToll Free Telephone Support,

SealBoss SealBoss SealBoss SealBoss SealBoss ® D.I.Y.  Polyurea Floor Joint-Crack-S pall Rep air Kit
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Professional  Grade , Universal Use Polyurethane  Foam

Waterproofing:
- Cable Runs
- Seals electrical conduits
- Utility Boxes, etc.
- Seals around pipes / ducts

And Much More:

- Increases energy efficiency
- Reduces noise
- Radon Gas Control
- Seals out insects
- Confines asbestos fibers
- Strengthens tub bases
- Seals stress panels
- Upgrades weatherization
- Repairs boat flotation
- Seals refrigeration panels
- Reusable Professional Applicator Gun

The Commercial Grade Do It Yourself Kit includes:
1 Professional Control Reusable Steel Gun

Applicator with plastic extension tube

5 Can-Seal-Foam 27 oz
Potential foam capacity 40+ gallons

1 Data Sheets
1 Pair Latex Gloves

Toll Free Telephone Support,
SealBoss Hotline 1877-932-2293

THE Important Difference
SealBoss ® Can-Seal-Foam is engineered to fully
expand inside the applicator 'gun barrel'. When the foam
exits the tip of the gun it is almost fully expanded -   you
apply exactly as much foam as you need without the
messy and undesired "mushrooming" experience you
may have with most of the other 'over the counter' foam
products. This feature makes our foam 'predictable'
and useable in areas where other products just won't
perform.

With our foam and the professional applicator
gun you can fill voids precisely. Contractors use our
foam for many  applications such as  water-stop
purposes in voids and cable runs, as an insulation and
seal-foam in general construction and as an instant
'Backer Rod Bead' in applications where joints need a
back fill prior to applying the final sealant.

Type Of  Material
Can-SealFoam is a closed cell self curing

foam for universal uses. The product is a single
component MDI based polyurethane of highest quality.
It expands, bonds and seals while stopping the passage
of air, gases, water and dust. Besides its obvious uses
to stop water infiltration it can increase energy efficiency
by stopping air exchange around windows, doors, wall
intrusions and at sill plates. Its lightweight, closed cell
structure makes it useful for deadening sound, flotation
and thermal insulation.

  up to 8 Gal Foam From 27 oz Can

SealBoss SealBoss SealBoss SealBoss SealBoss ® D.I.Y.  Can-Seal-Foam Kit

- 5000+ PSI
- Bulk Loading
- Quality  made in Germany
- Low Price

Very affordable high pressure pump. Superior
design and quality make this gun the first
choice for handheld manual operation.

Based on a grease dispenser this unit has
been modified  for grout and resin injection for
small jobs and the 'Do It Yourself' user.

The unit is reusable within limitations. Spare
parts are not supported.

Zerk coupler and rigid nozzle included.

Flexible delivery hose for special applications
sold separately.

2ccm / 0.06 Oz per stroke.

WARNING: Always wear protective gloves
and googles when using this equipment.

Manual Filling
Before filling gun with material pull plunger rod to the full extend and push back into the cartridge. This moves  the plunger inside  to the end of the cartridge
barrel and ensures a tight seal. Tighten the rigid nozzle/ flexible hose and zerk coupler. Unscrew the pump unit from the cartridge barrel.
Keep the opening of the barrel upright while carefully filling with the premixed injection material. Slight leakage at the plunger rod is possible.
Re-connect pump unit and cartridge tightly and immediately turn the gun with the nozzle directing towards the floor and the plunger rod pointing upright.
Injection
The pump unit relies on gravity to feed the cylinder inside with material. Therefore during the injection process and at all times when the gun is charged point
the nozzle towards the floor. This permits the resin inside to flow into the cylinder. While pumping resin make use of the full stroke permitted by the handle.
Insufficient stroke does not permit optimal fill of the cylinder resulting in reduced pumping volume and pressure.
Always point the nozzle downwards. For overhead injection SealBoss Corp.  provides the optional flexible hose. This hose replaces the rigid nozzle and
permits the unit  to pump in an overhead or other 'special' situation.
Cleaning
The unit can be cleaned for repeated use. The recommended cleaner is R70 Pump Flush. Other cleaners may be used. Please contact the our sales office
for further information. Please observe caution when operating the gun. Read and understand all data sheets and MSDS when using injection materials.

zerk coupler

nozzle

pump unit

cartridge
barrel

flexible hose,
optional

plunger  rod

handle

SealBoss SealBoss SealBoss SealBoss SealBoss ® HP Hand Dispenser Gun
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- Solvent free, non-flammable
- D.O.T. non-hazardous classified
- Conditions your pump and hosesIMPORTANT PUMP CLEANING INFORMATION

READ AND UNDERSTAND BEFORE USING PUMP. READ AND
UNDERSTAND ALL MANUALS, DATA SHEETS AND MSDS OF ALL
THE PRODUCTS TO BE USED FIRST BEFORE OPERATING ANY
EQUIPMENT. USE SAFTEY GEAR.

SealBoss R70 Pump Flush and Cleaner  does not have a hazard
class for shipping and is not considered flammable. It offers many
advantages over solvents on the jobsite for health and safety
purposes. R70 Pump Flush and Cleaner   is less aggressive
towards rubber and plastic parts than solvents and is safer for the
pumping equipment. R70 Pump Flush and Cleaner   non-drying
poperties work as a lubricant.The maintenance and cleaning of your
equipment is of the utmost importance to provide for safe workplace
conditions.

Pumping epoxy resins and polyurethane injection foam grouts and
resins, is like pumping a liquid glue – the product will eventually set
up and clog the hoses and freeze the mechanical parts of your
machine if you do not clean it out in time.

To rebuild a clogged-up injection machine can be very costly
- or even impossible.

Important: Clean the machine thoroughly and frequently. The materials
used for concrete injection are strong adhesives. Polyurethanes are
water-activated.

Do not pump water with your grout injection pump.
Epoxies often have a short gel-time. Do not leave materials in the
pump.
If in doubt of water residue in pump prior to use, flush first with a very
small amount of SealBoss R70 Pump Flush and Cleaner  or a
solvent (not supplied by us) to eliminate moisture.
Caution: Xylol, Toluol, Acetone, M.E.K. are hazardous,  combustible,
aggressive towards the environment, equipment, seals and hoses.
Omit solvent if in conflict with regulations on the jobsite or the
equipment you use.
Do not leave material in the pump for an extended time.
Rule of thumb: If you don’t pump for more than twenty minutes purge
the system and clean it.

Take the cleaning process seriously and spend the necessary time.
The larger the pump and its capacity including suction tubes and
pressure line the more time is takes  and the more cleaning agent you
need to use.

Three Step Process :
Wear Safety Gear and Goggles at all times during this
process!

Step One
Purge the system of the injection material used.

Step Two
Flush first with a very small amount of solvent (not supplied by us) to
cut remaining material. Caution: Xylol, Toluol, Acetone, M.E.K. are
hazardous,  combustible, aggressive towards the environment,
equipment, seals and hoses. Do not leave solvents in the system as
it may deteriorate seal and hoses. Omit solvents if in conflict with
regulations on the jobsite or not suitable for the equipment you use:

Now use SealBoss R70 Pump Flush and Cleaner .  Amount of liquid
is determined by the pump size.   Discard of the liquid – Do not re-
circulate at this point.

Flushing Tips:
Operate Pump and allow cleaner to flow from the hose. Shut and open
the the hose valve several times while under pressure. This procedure
will aid in removing material built up in the pressure side of the pump
more efficiently.

Step Three
After the majority of grout has been purged from the system use R70
Pump Flush and Cleaner  for at least five ! (5) minutes at a higher
pressure setting and re-circulate.  Again, open and close the shut-off
valve several times quickly to build up pressure and allow for high
velocity flow of cleaning liquid. Use enough pump flush.
These are guidelines only without any claim of completeness assuming
the use of products supplied by SealBoss Corp . Your conditions
may call  for modified and even more extensive cleaning efforts.

Discard of all liquids complying with legal requirements. Do not pollute.

Tip:
Replace worn pump parts and hoses early enough to prevent
accidents. Use only approved replacement parts. Be always safety
conscious.

Any Questions: Call us at 877-932-2293
or 714-662-4445

SealBoss SealBoss SealBoss SealBoss SealBoss ® R70 Pump Flush & Cleaner

Limited Warranty Policy and Disclaimer for Products Supplied and/or Distributed by SealBoss Corp.:   All recommendations, statements and technical data
herein are based on tests we believe to be reliable and correct, but accuracy and completeness of said tests are not guaranteed and are not to be construed as a
warranty either  expressed or implied. User shall rely on his or her own information and tests to determine suitability of the product for the intended use and user
assumes all risk and liability resulting from his or her use of the product. Nothing contained in any supplied materials relieves the user of the obligation to read and
follow the warnings and instruction for each product as set forth in the current Technical Data Sheet, product label and Material Safety Data Sheet prior to product
use. SealBoss Corp. warrants supplied / distributed products to be free of manufacturing defects. Seller’s and manufacturer’s sole responsibility shall be to replace
that portion of the product of the manufacturer which proves to be defective. There are no other warranties by SealBoss Corp. of any nature whatsoever expressed
or implied, including any warranty of merchantability or fitness for a particular purpose in connection with this product. SealBoss Corp. shall not be liable for damages
of any sort, including remote or consequential damages resulting from any claimed breach of any warranty whether expressed or implied. SealBoss Corp. shall not
be responsible for use of this product in a manner to infringe on any patent or any other intellectual property rights held by others. In addition, no warranty or guarantee
is being issued with respect to appearance, color, fading, chalking, staining, shrinkage, peeling, UV damage, excessive temperature exposure, normal wear and tear
or improper application by the applicator. Damage caused by abuse, neglect and lack of proper maintenance, acts of nature and / or physical movement of the
substrate or structural defects are also excluded from the limited warranty. SealBoss Corp. reserves the right to conduct performance tests on any material claimed
to be defective prior to any repairs by owner, general contractor, or applicator. Neither seller nor manufacturer shall be liable to the buyer or any third person for any
injury, loss or damage directly or indirectly resulting from use of or inability to use the product. Recommendations and statements other than those contained in a
written agreement signed by an officer of the manufacturer shall not be binding upon the manufacturer or seller. SealBoss Corp. reserves the right to change the
properties of products without notice. Revised 2010-10 S
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SPECIFICATION – SealBoss Corp. INJECTION GROUTING

HYDROPHOBIC POLYURETHANE 1510, 1570, AND/OR 1572

DESCRIPTION:

General

Furnish all labor, equipment, and materials necessary and incidental thereto to perform all required operations
to eliminate the flow of water by pressure injection to fill cracks, voids, and joints in concrete substrates.

Definition of Terms

Refusal when a crack or void area will accept no more grout under the prevailing pumping conditions
(for reasons other than the pumpability of the grout)

Return time the time taken for a grout, under certain application conditions to completely penetrate a crack,
void, or network of cracks.

Gel time the time required for the grout to cure following the reaction with the accelerator.

Gel time or cure time can be affected by temperature and amount (percentage) of accelerator mixed
in the component A.

INJECTION PROCESS:

Fully examine the existing site conditions to ensure that all associated work can be performed without
removing or relocating existing utilities, structures or structural members.

1) Remove all standing water.
2) Drill at a 45° degree angle where possible to intersect the wall/floor joint interface halfway through the
thickness of the substrate (e.g. 4” deep for 8” thick slab)
3) Drilling depth should be half the thickness of the concrete member.
4)        Install mechanical injection ports and secure in place at a spacing of 6-12” inches apart (6” for
hairline and 12” for wider cracks).  Alternate positioning from left side to right side as you move along the crack
where possible.

Extremely wide cracks (if any exist) should be covered with a surface seal prior to injection in order to contain
the injection resin until cured.  Under proper pumping conditions in active leak injection, the following signs
should be observed in the order listed:

Polyurethane Injection Grouting with Mechanical Packers (Drill Holes Necessary)

General

Furnish all labor, equipment, and materials necessary and incidental thereto to perform all required operations to eliminate the flow of water by pressure injection
to fill cracks, voids, and joints in concrete substrates.

Definition of Terms

Refusal - when a crack or void area will accept no more grout under the prevailing pumping conditions (for reasons other than the pumpability of the grout)
Return time -the time taken for a grout, under certain application conditions to completely penetrate a crack, void, or network of cracks.
Gel time - the time required for the grout to cure following the reaction with the accelerator. Gel time or cure time can be affected by temperature and amount
(percentage) of accelerator mixed in the component A.

INJECTION PROCESS:
Fully examine the existing site conditions to ensure that all associated work can be performed without removing or relocating existing utilities, structures or structural
members.
1) Remove all standing water.
2) Drill at a 45° degree angle where possible to intersect the wall/floor joint interface halfway through the thickness of the substrate (e.g. 4” deep for 8”

thick slab) Drill straight into the crack for concrete thickness below 4 inches.
3) Drilling depth should be half the thickness of the concrete member.
4) Install mechanical injection ports and secure in place at a spacing of 6-12” inches apart (6” for hairline and 12” for wider cracks).  Alternate positioning

from left side to right side as you move along the crack where possible.
Extremely wide cracks (if any exist) should be covered with a surface seal prior to injection in order to contain the injection resin until cured.  Under proper pumping
conditions in active leak injection, the following signs should be observed in the order listed:
(a) Water displaced from crack/joint by the resin
(b) Water and resin mix (foamy) appearing at the crack/joint area
(c) Pure resin from crack/joint
If the joint surface exhibits immediate free flow of resin while working the first packer, pause for a few minutes.  In most cases the resin will react fast enough
with the water and expand rapidly.  The resulting resin product will heal the joint and provide a surface seal to contain the material to follow. The contractor is responsible
for estimating what duration time is adequate for grouting the voids and is responsible to prove that the void is full by attempting to inject each port to refusal.

Once the contractor is assured that the resin has reached the next injection packer or has sufficiently stopped the water as evidenced by the grout oozing out of
the joint area, he should shut off the resin flow and disconnect pump pressure line and proceed to the next packer. Follow the injection process for one to three
packers, the contractor shall return to the first packer and attempt to re-inject it again.  Some of the packers will take more grout, filling up more of the crack/joint
area and creating a higher density void filler and water stop.
The contractor shall continue this procedure until refusal.
MATERIALS

A. Injection Ports
Provide suitable injection ports (stainless steel/brass/zinc/plastic), buttonhead or zerk fittings,  shaft and rubberized expandable grommet.

B. Grout Injection Material
Hydrophobic water cut-off grout based on MDI (methylene-diphenyl-isocyanate) polyurethane. (e.g. SealBoss 1510, 1570, 1572)
Grout material is to be 100% solvent free and 100% solids.
Gel time of the product is adjustable by adding a certain percentage of accelerator per the manufacturer’s recommendations. Grout material shall not shrink or swell.
Grout material shall cure to a semi-flexible foam structure which is not affected by water or dryness.
Grout material shall have the capacity to expand upon contact with water to a volume of 30 to 40 times. The composition of the material is one that water is not
a component of the cured foam structure.

C. Pump Equipment
All chemical grouting equipment shall be of a type, capacity, and mechanical condition suitable for doing the work.  The equipment shall be compatible with the chemicals
to be handled and shall be maintained in proper operating conditions at all times.

Environmental Requirements
1) Do not apply if the temperature is below 45F or above 95F unless the material manufacturer is consulted for recommendations.

Product should always be conditioned to room temperature
Owner’s Requirements

1) Execute all work in accordance with all safety requirements, approved written procedures and with the least amount of interference with the work of other
trades as possible.

2) Equipment should be confined to the delivery area and all components shall be in good working order as approved manufacturer for use with the specified
materials.

3) Immediately notify the Site Engineer/Owner’s representative in the event of any process interruption or environmental concerns which could affect the service
or application conditions relative to this work.

Protection, Cleaning and Safety

1) Following a complete injection of all mechanical packers to refusal and where the visible leakage has been completely eradicated, remove all injection packers.
Remove cured material where applicable and fill injection hole with rapid cement.

2) Clean all adjacent areas of excess material, powder, cement and/or droppings. Chemicals used for cleaning shall be non hazardous and non flammable such
as the SealBoss R70 pump flush

3) Process grout materials using appropriate protective gear including gloves, masks, or goggles, and appropriate clothing as described and in accordance with
the manufacturer’s MSDS sheets

1) Follow manufacturer’s recommendations for product safety and disposal of material.

2) Comply with all OSHA regulations for drilling procedures using protective gear including highlighted vests, face shields, or goggles.
Always provide for ample ventilation!
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Epoxy Injection with Surface Ports (Cartridge System)

Do not apply if the temperature is below 48F or above 95F unless the material manufacturer is consulted for recommendations. Product should always be conditioned
to room temperature. Cartridges need te be shaken to mix material prior to use.

STEP 1
For better penetration drill a 1/4 hole into crack or use a blade to vee out the width of crack at the area where the surface port is to be installed.

STEP 2
Clean the crack and wall with a wire brush to remove debris and loose concrete.

STEP 3
Dry damp spots on the wall with a heat gun or hair dryer.

STEP 4
Using a small amount of epoxy paste, secure ports over the crack at 4-6 inch intervals.

STEP 5
After the ports set, spread epoxy paste 1/8 thick over the crack. Around ports, apply the epoxy paste slightly thicker. Wait until paste becomes tacking before injecting
resin.

STEP 6
Remove the shipping disc, retainer nut and plugs from the cartridges. Attach static mixer with the retainer nut or screw on directly if applicable..

STEP 7
Using the  2:1 dispenser gun, starting at bottom, inject the liquid epoxy resin until it runs out of the port above. Then cap off the port you are injecting and move up
the wall.

STEP 8
Wait about a day before removing ports. The time it takes epoxy resin to cure depends on the temperature. At 77 Degrees, the gel time of epoxy is approximately
80 minutes. The colder the temperature the longer it will take to cure.

Polyurea Quickfix Cartridge System

Do not apply if the temperature is below -10F or above 95F unless the material manufacturer is consulted for recommendations. Product should always be conditioned
to room temperature. Cartridges need te be shaken to mix material prior to use.

Polyurea, unlike epoxy, will cure at much lower temperatures. The cure time will be delayed.

The thinner products such as SealBoss 6000, 6060, and 6200 may be mixed with sand to create a pliable mortar.

STEP 1
Discard a small ampount of material as it exits the static mixer into a cup  to assure uniform color in the mixer indicating correct mix ratio.

STEP 2
Crack or joint surface must be dry. If in doubt apply small amount of material first as a primer. This will help to bind any existing moisture and create a barrier for the
final fill. Apply material uniformly into crack or joint. If you plan to shave the excess material overfill slightly.

STEP 3
to reuse cartridge, unscrew static mixer and discard a small amount of material into a cup to avoid cross-contamination. Re-install plugs and nut to secure the reainder
of the product.

STEP 4
After the product has cured, the joint/crack may be shaved with a shaving tool to create a flush and appealing surface.

Visit us on the internet at
www.SealBoss.com

for complete and updated information
or call our free service hot line at

714-662-4445 or toll free at 1877-932-2293
Or visit the web store www.BuyDDI.com for more supplies

Limited Warranty Policy and Disclaimer for Products Supplied and/or Distributed by SealBoss Corp.:   All recommendations, statements and technical data
herein are based on tests we believe to be reliable and correct, but accuracy and completeness of said tests are not guaranteed and are not to be construed as a
warranty either  expressed or implied. User shall rely on his or her own information and tests to determine suitability of the product for the intended use and user
assumes all risk and liability resulting from his or her use of the product. Nothing contained in any supplied materials relieves the user of the obligation to read and
follow the warnings and instruction for each product as set forth in the current Technical Data Sheet, product label and Material Safety Data Sheet prior to product
use. SealBoss Corp. warrants supplied / distributed products to be free of manufacturing defects. Seller’s and manufacturer’s sole responsibility shall be to replace
that portion of the product of the manufacturer which proves to be defective. There are no other warranties by SealBoss Corp. of any nature whatsoever expressed
or implied, including any warranty of merchantability or fitness for a particular purpose in connection with this product. SealBoss Corp. shall not be liable for damages
of any sort, including remote or consequential damages resulting from any claimed breach of any warranty whether expressed or implied. SealBoss Corp. shall not
be responsible for use of this product in a manner to infringe on any patent or any other intellectual property rights held by others. In addition, no warranty or guarantee
is being issued with respect to appearance, color, fading, chalking, staining, shrinkage, peeling, UV damage, excessive temperature exposure, normal wear and tear
or improper application by the applicator. Damage caused by abuse, neglect and lack of proper maintenance, acts of nature and / or physical movement of the
substrate or structural defects are also excluded from the limited warranty. SealBoss Corp. reserves the right to conduct performance tests on any material claimed
to be defective prior to any repairs by owner, general contractor, or applicator. Neither seller nor manufacturer shall be liable to the buyer or any third person for any
injury, loss or damage directly or indirectly resulting from use of or inability to use the product. Recommendations and statements other than those contained in a
written agreement signed by an officer of the manufacturer shall not be binding upon the manufacturer or seller. SealBoss Corp. reserves the right to change the
properties of products without notice.
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Versatile Polyurethane
Water- Cut - Off  Injection &
Soil Stabilization Foam GroutRANGE OF APPLICATION

Water stop foam for infiltrating and gushing water:
- Defective Concrete (Cracked or Honeycombed)
- Concrete Joints and Cracks
- Limestone
- Brick Construction
- Pipe Intrusions
- Waste Water Tanks
- Drinking Water Reservoirs
- Sewers, Manholes, Utility Boxes, etc.
- Tunnels, Dams
- Soil Stabilization

TYPE OF MATERIAL
SealBoss ® 1510 Water-Stop-Foam   is a

hydrophobic water cut- off hydro / water activated injection
foam grout and soil stabilization grout based on a MDI
(methylene-diphenyl-isocyanate) polyurethane. The resin is
100% solvent free and 100% solids. The gel-time of the
product is adjustable by the mandatory adding of a certain
percentage of 15x Accelerator .

Upon contact with water 1510  Water-Stop-Foam
reacts to a seal  foam while expanding its volume 30 to 40
times. The cured material is semi flexible  and  of a constant
volume. Since water is not a component of the foam structure,
the cured material is essentially not effected by water or
dryness. The reacted material  does not shrink or swell.

Depending on the amount of accelerator added and
the pressure of injection, 1510  Water-Stop-Foam  reacts to
a very dense, closed cell, semi rigid material or a more open
cell, semi flexible product. For best waterproofing results the
closed cell structure is desired.

1510 Water-Stop-Foam  is is designed for cutting off
gushing water of high pressure and speed. Due to the low
viscosity of the material, 1510 Water-Stop-Foam offers
superior penetration in hairline crack injection. The product
is also suitable for the filling of larger spaces, cracks and
honeycombing in stone or concrete structures. The product
can be applied as a non-shrink, high strength soil stabilization
grout when used with very little accelerator. The moisture
content of the soil must be sufficient to ensure reaction.

To achieve most satisfying and permanent results
in certain applications, a combination of 1510 Water-Stop-
Foam with other systems of our product line may be advised.
Ask your SealBoss  technician for details.
PROCESSING

1510 Water-Stop-Foam  and the  15X Accelerator
are supplied separately to allow adjustment of gel-time and
to provide a long shelf life. It is mandatory to add 15X
Accelerator  to ensure complete reaction as designed. A
higher percentage of Accelerator added will increase reactive
speed, expansion volume and lower the density of the product
accordingly. Since the end product is of cellular structure, a
higher density is favoured for best waterproofing properties.

Recommended mix ratios are between  5% and
10% of Accelerator added. In  situations of high water flow
rates and /or low temperatures, ratios may be increased to
20%. For soil stabilization applications ratios may be lowered
to less than 5%.

Examples: In applications of  high pressure water-
intrusions, the system will react aggressively on contact with
water when catalyzed at 10% or more. A slightly catalyzed
product at about 2% on the other hand assures good penetration
results in very  fine capillary crack injection and for purposes
of extended reach of product in the injected structure.

The accelerator system offers a very flexible
bandwidth of reactive properties, gel-time and expansion rate
which make this product extremely versatile for many
applications.

Plan ahead: Observe temperature and humidity of the
environment, since both determine the pot-life of the premixed
batch. Do not mix more material than the amount that will be
pumped within reasonable time. Rule of thumb: High
temperatures and high humidity - less accelerator.

1510 Water-Stop-Foam  reacts with the moisture in
the structure and does not need large amounts of water to
react. Simultaneous injection of water is typically not necessary.
If the area of application seems to be completely dry,  pre-
injection of water may be recommended.

Caution: This product is moisture activated. It is
essential for all equipment to be dry. Avoid any moisture
contact with the mixture to prevent premature reaction of the
product. If reaction of the batch occurs while pumping,
immediately shut down the machine and flush with a cleaner
to avoid built up and clogging of the equipment.
MAINTENANCE  OF EQUIPMENT

Remove all excess product and any smears. Tools
and mixing equipment must be cleaned immediately after
use. R70 Pump Flush is good to your equipment and should
always be used. For best results please follow our
recommendations.
First Step is conditional - Omit if in conflict with regulations on
the jobsite or the equipment you use: Flush first with a very
small amount of solvent (not supplied by us) to cut remaining
material. Caution: Xylol, Toluol, Acetone, M.E.K. are hazardous,
combustible, aggressive towards the environment, equipment,
seals and hoses. Immediately follow second step.
Second Step:   Flush with R70 Pump Flush circulate cleaner
through pump and hoses for several minutes at higher flow
rates.  R70 Pump Flush is a solvent free, non-flammable
cleaner, lubricator and pump and hose conditioner. The product
ships without hazard label.
PRECAUTION

Protect your health! While working with this material,
safety goggles, gloves and safety clothing must be worn at all
times. While injecting, a full face shield is strongly
recommended. Spills and blow-outs do happen! Protect
yourself and others on the jobsite. Consider  property  in
proximity of the application area to prevent loss or damage.
Protect your jobsite from unauthorized persons. Store all
materials and equipment safely and out of reach of children!
Observe container labels, MSDS, and  instructions in the
Product Catalog before using the product and equipment. In
case one of the components comes in contact with the skin,
wash thoroughly with soap and water. Provide adequate
ventilation in volume and pattern in working area. Further
protection: emergency showers and eyewash stations.

SealBoss SealBoss SealBoss SealBoss SealBoss ® 1510 Water-Stop-Foam
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1510 Water-Stop-Foam 15X Accelerator
Appearance Dark Brown Clear
Solids 100% 100% ASTM D 1010
Density, g/ml 1.12 0.93 ASTM D 3800-79
Flash Point, C / F 180/356 170/338 ASTM D 93-85
Viscosity, cps 160-250 20 ASTM D 2196
Mixing Ratio 50-10 parts 1 part
by Volume
(1%-20% accelerator)
Solubility in Water not
Packaging 1   Gal 0.1 Gal

5   Gal 0.5 Gal
55 Gal

Storage Good storage stability for unopened containers at 15 - 30  C
58 - 85  F in dry, sun free indoors environment 3 years shelf life.

 Reaction
Induction Time, 20C/68F 30 sec (10%)
Gel time, 20C/68F 70 sec (10%)
Induction Time, 20C/68F 15 sec (>15%)
Gel time, 20C/68F 50 sec (>15%)
Properties for Cured
Product mixed with
10% Accelerator
Expansion, % 600-4000
Elongation, % 10-20 ASTM  D 638
Tensile Strength 65 psi ASTM  D 638
Shear Strength >15 psi ASTM C 273
Unconfined Compressive
Strength (Sand filled) 1550 psi
Corrosiveness Non-Corrosive
Appearance Gold-Yellow

Polyurethane Foam
Toxicity Essentially Non-Toxic

in Cured Form
MDI Based

Resistance to Chemicals Resistant to Most
Organic Solvents, Mild Acids, Alkali and Micro Organisms

TECHNICAL DATA

Revised 2010-10

Versatile Polyurethane
Water- Cut - Off  Injection &
Soil Stabilization Foam Grout

Limited Warranty Policy and Disclaimer for Products Supplied and/or Distributed by SealBoss Corp.:   All recommendations, statements and technical data
herein are based on tests we believe to be reliable and correct, but accuracy and completeness of said tests are not guaranteed and are not to be construed as a
warranty either  expressed or implied. User shall rely on his or her own information and tests to determine suitability of the product for the intended use and user
assumes all risk and liability resulting from his or her use of the product. Nothing contained in any supplied materials relieves the user of the obligation to read and
follow the warnings and instruction for each product as set forth in the current Technical Data Sheet, product label and Material Safety Data Sheet prior to product
use. SealBoss Corp. warrants supplied / distributed products to be free of manufacturing defects. Seller’s and manufacturer’s sole responsibility shall be to replace
that portion of the product of the manufacturer which proves to be defective. There are no other warranties by SealBoss Corp. of any nature whatsoever expressed
or implied, including any warranty of merchantability or fitness for a particular purpose in connection with this product. SealBoss Corp. shall not be liable for damages
of any sort, including remote or consequential damages resulting from any claimed breach of any warranty whether expressed or implied. SealBoss Corp. shall not
be responsible for use of this product in a manner to infringe on any patent or any other intellectual property rights held by others. In addition, no warranty or guarantee
is being issued with respect to appearance, color, fading, chalking, staining, shrinkage, peeling, UV damage, excessive temperature exposure, normal wear and tear
or improper application by the applicator. Damage caused by abuse, neglect and lack of proper maintenance, acts of nature and / or physical movement of the
substrate or structural defects are also excluded from the limited warranty. SealBoss Corp. reserves the right to conduct performance tests on any material claimed
to be defective prior to any repairs by owner, general contractor, or applicator. Neither seller nor manufacturer shall be liable to the buyer or any third person for any
injury, loss or damage directly or indirectly resulting from use of or inability to use the product. Recommendations and statements other than those contained in a
written agreement signed by an officer of the manufacturer shall not be binding upon the manufacturer or seller. SealBoss Corp. reserves the right to change the
properties of products without notice.

SealBoss SealBoss SealBoss SealBoss SealBoss ® 1510 Water-Stop-Foam
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SealBossSealBossSealBossSealBossSealBoss  4000 LV-Epoxy-Resin  TM
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TECHNICAL DATA
Comp. A Comp. B

Form / Color Clear Amber
Solids 100% 100% ASTM D 1010
Density, g/ml 1.14 0.93 ASTM D 3800-79
Mixing Ratio by Volume 2 parts 1 part
Viscosity, cps 500 400
Packaging cartridge 34oz
Viscosity mixed, cps 400-500
Gel Time (C-881) 45 min.
Pot Life (100 grams @77F) 30 min.
Cured Product
Compressive Strength, psi (77F) 10,700 after  7 days ASTM D-695
Bond Strength, psi 2,400 after 1 day ASTM C-882
Bond Strength, psi 3,600 after 14 days ASTM C-882
Tensile Strength, psi (77F) 7,000 after 14 days ASTM D-638
Flexural Strength, psi 9,660 ASTM D-790
Shear Strength, psi 9,040 ASTM D-732
Bond StrengthConcrete Crack in Concrete
Shrinkage Passes ASTM C-883
Heat Deflection Temperature 120F ASTM D-648
TYPE I, II, IV, V, GRADE 1 ASTM C-881-87
Classes B & C
Epoxy Resin Adhesive
Resistance  to Chemicals Resistant  to Most Organic Solvents,

Mild Acids, Alkali and
Micro Organisms

Important Disclaimer:
SealBoss Corp. specifically does not guarantee performance of
product where 4000 LV-Epoxy-Resin   is used as an anchor or a
structural adhesive. Uses of that kind require special testing. Epoxy
products are subject to aging. Initial maximum strength may weaken
over time. Substrate temperatures, UV-exposure, etc. need to be
considered.

RANGE OF APPLICATION
- Structural Repairs
- Crack Injection and Gravity  Feed

in concrete, masonry,  etc.
- Structural Joint Repair
- Welding Cracked Concrete
- Bolt Grouting
- Plate Grouting
- Delaminated Slab Welding
- Repairing Wood Beams

TYPE OF MATERIAL
SealBoss  ® 4000 LV-Epoxy-Resin  is a 100% solids, high modulus, low

viscosity non-shrink two component epoxy  resin that bonds to concrete and other
surfaces.

4000 LV-Epoxy-Resin , Type I and II, Grade 2 Classes B and C for Epoxy
Resin Adhesives.

4000 LV-Epoxy-Resin  is an easy flow formulation for good penetration into
cracks and voids even at lower injection pressures. The product is insensitive to
moisture. Due to the high tensile and compressive strength of the cured product,
4000 LV-Epoxy-Resin  is ideal for structural repairs.

PROCESSING
4000 LV-Epoxy-Resin   is composed of two components. The mixing ratio

by volume is 2:1 (A:B).
Using our cartridge system either with a hand operated trigger gun or a convenient
pneumatic or electric battery operated gun makes the application easy and clean.
No matter how much material is dispensed the design of the gun will assure the
correct mixing ratio. If a cartridge is not used up the plastic mixer needs to be
replaced prior to the next use. Minimum surface temperature is 40F. Do not add
solvents to the product.

Surface Preparation
Surface must be clean and sound. It may be dry or damp, but free of standing

water. Remove dust, grease, curing compounds, waxes, foreign particles and
disintegrated materials.  For bonding applications on concrete and steel surfaces
sandblasting or other approved mechanical means are recommended.

Various Applications
Gravity Feeding into Cracks

Pour material into vee-notched crack. Continue placement until completely
filled. Seal underside if possible if cracks reflect through.
Crack Pressure Injection

Use automated or manual injection equipment. Set appropriate injection ports
based on system used. Seal ports and cracks with 4000 QuickSeal  paste. When
the epoxy seal has cured, inject resin with steady pressure. Consult additional data
sheets and MSDS for further information.
Slab Seal Application

Spread resin over slab and allow penetration. Remove excess to prevent
surface film. Seal interior slabs and above grade exterior slabs only.

Epoxy Mortar Use
Prime prepared surface with 4000 LV-Epoxy-Resin . Place prepared epoxy

mortar before primer becomes tack free. Place the epoxy mortar using trowels.
Compact and level with vibrating screed or trowel. Finish with finishing trowel.
Exterior application may darken with UV light exposure. Epoxy mortar can be mixed
as follows: 1 gal 4000 LV-Epoxy-Resin  mixed with up to 5 gal of loose oven dried
aggregate yields approx. 800 cu. inch of epoxy mortar. The gel time of pre-mixed
material is determined by the quantity of the batch and the temperature. Since
the reaction of the epoxy resin produces heat, a large batch is likely to react  much
faster than a small quantity of material.

MAINTENANCE OF EQUIPMENT
Cartridge Systems are disposable and equipment maintenance is minimal.

Remove all excess sealant and any smears. Tools and mixing equipment are best
cleaned immediately after use. Solvents are hazardous, are aggressive towards
plastic and rubber and might be in  conflict with regulations on the jobsite. Caution!
Some cleaners are combustible.

PRECAUTION
Protect your health! While working with this material, safety goggles, gloves

and safety clothing must be worn at all times. While injecting, a full face shield
is strongly recommended. Spills and blow-outs do happen! Protect yourself and
others on the jobsite. Consider  property  in proximity of the application area to
prevent loss or damage. Protect your jobsite from unauthorized persons. Store
all materials and equipment safely and out of reach of children!
Observe container labels, MSDS, and  instructions in the Product Catalog before
using the product and equipment. In case one of the components comes in contact
with the skin, wash thoroughly with soap and water. Provide adequate ventilation
in volume and pattern in working area. Further protection: emergency showers and
eyewash stations.
STORAGE

Good storage stability of unopened containers  at    temperatures  between
15-30C (58-85  F).   Store indoors.

Low Viscosity Epoxy Resin
Cartridge System
Structural Repairs & Anchoring
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RANGE OF APPLICATION
- Structural bonding of concrete, masonry,

metals, wood, etc.
- Grouting bolts, dowels, pins, vertical and

overhead, for  extremely rapid setting, fast turn around times
- Seals cracks and around injection ports prior to

pressure-injection grouting
- Interior, exterior, vertical and overhead repair of

concrete as a super fast setting epoxy mortar
binder.

ADVANTAGES
- Insensitive to moisture before, during and after

cure
- High-modulus, high-strength, structural gel

adhesive
- Excellent adhesion to concrete, masonry,

metals, wood and most structural materials.
- Gel consistency ideal for vertical and overhead

applications. Easy to mix 1: 1 ratio between
components

- Extremely Fast Setting and high early
strength-developing adhesive.

TYPE OF MATERIAL
SealBoss ® 4000 QuickSeal-Epoxy  Paste is a 100% solids, high

modulus, non-sag, non-shrink two component epoxy  adhesive that bonds
to concrete and other surfaces. It meets ASTM-C-881, Type I and IV, Grade
3 Classes B and C for Epoxy Resin Adhesives.

PROCESSING
To anchor bolts, dowels and pins
Annular space around bolt tested at 1/8 inch; depth of embedment is typically
10-15 times the bolt diameter. See cartridge for application instructions.
To seal cracks for injection grouting
Place the mixed material over the cracks to be pressure injected and around each
injection port. Allow sufficient time to cure before pressure injecting.
As a structural adhesive
Apply the mixed 4000 QuickSeal-Epoxy Structural Gel Epoxy to the mating
or non mating prepared substrates. Work into the substrate for
positive adhesion. Secure the bonded unit firmly into place until the epoxy
has cured.
Non-sag gel, no flow. Pot Life: Approx. 5-10 minutes. (100 gram mass)
Appearance: Compound A = White , Compound B  = Grey.

Concrete Application Recommendations:
Surface Preparation:
Surface must be clean and sound. It may be dry or damp, but free of standing
water. Remove dust, grease, curing compounds, waxes, foreign particles and
disintegrated materials.
Preparation Work:
Concrete: Sand blast or use other approved mechanical means.
Steel: Sandblast to white metal finish.
Bulk Mixing:  For bulk mixing pre-mix each component thoroughly. Proportion
equal parts by volume of Component “A” and Component “B” through appropriate
metered epoxy mixing equipment as recommended by the manufacture. Mix only
the quantity that can be used within its pot life and do not allow mixed material
to reside in static mixing head or mixer for more than five minutes or nozzle blockage
may result.
MAINTENANCE OF EQUIPMENT

Cartridge Systems are disposable and some of the following recommendations
may not apply.

Remove all excess product and any smears. Tools and mixing equipment
must be cleaned immediately after use. R70 Pump Flush is good to your
equipment and should always be used. For best results please follow our
recommendations.
First Step is conditional - Omit if in conflict with regulations on the jobsite or the
equipment you use: Flush first with a very small amount of solvent (not supplied
by us) to cut remaining material. Caution: Xylol, Toluol, Acetone, M.E.K. are
hazardous,  combustible, aggressive towards the environment, equipment, seals
and hoses. Immediately follow second step.
Second Step:   Flush with R70 Pump Flush circulate cleaner through pump and
hoses for several minutes at higher flow rates.  R70 Pump Flush is a solvent
free, non-flammable cleaner, lubricator and pump and hose conditioner. The
product ships without any hazard label. We assume no responsibility for equipment
damaged by use of material.
PRECAUTION
         Protect your health! While working with this material, safety goggles, gloves
and safety clothing must be worn at all times. While injecting, a full face shield
is strongly recommended. Spills and blow-outs do happen! Protect yourself and
others on the jobsite. Consider  property  in proximity of the application area to
prevent loss or damage. Protect your jobsite from unauthorized persons. Store
all materials and equipment safely and out of reach of children!
Observe container labels, MSDS, and  instructions in the Product Catalog before
using the product and equipment. In case one of the components comes in contact
with the skin, wash thoroughly with soap and water. Provide adequate ventilation
in volume and pattern in working area. Further protection: emergency showers and
eyewash stations.

Fast Cure Epoxy Paste
Cartridge System & Bulk
Structural Repairs, Surface Seal
& Anchoring , please see disclaimer
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Technical Data:
Color (A+B) Grey / or other
Viscosity (mixed) Gel
Mix Ration (by volume) 1:1
Pot Life 100 grams at 77°F 5-10 min
Tack Free Thin Film at 77° 1-2 hrs
Shrinkage ASTM C-883 Passes
Absorption 24 hours 0.12 %
Heat Deflection Temperature, ASTM D-648 129°F
Bond Strength, ASTM C-882 14 days 3,250 psi
Compressive Strength, ASTM D-695 7 days 13,500 psi
Tensile Strength 73°F, ASTM D-638 14 days 5,450 psi
Flexural Strength, ASTM D-790 5,882 psi
Shear Strength, ASTM D-732 4,900 psi

Coverage

22oz. cartridge yields 39 cu. in. of epoxy gel adhesive. 46oz. cartridge yields 82
cu. in. of epoxy gel adhesive.
Shelf Life: 1 year in original unopened container.

Storage : Store indoors at temperatures between 40-95 F.  6 months.

Packaging
Cartridges, 1 Gallon Units
2 Gallon Units  110 Gallon Units

Important  Disclaimer:
SealBoss Corp. specifically does not guarantee
performance of product where 4000 QuickSeal-Epoxy
is used as an anchor or a structural adhesive. Uses of
that kind require special testing. Epoxy products are
subject to aging. Initial maximum strength may weaken
over time. Further substrate temperatures, UV-exposure,
etc. need to be considered.

SealBossSealBossSealBossSealBossSealBoss  ® 4000 QuickSeal-Epoxy
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RANGE OF APPLICATION
         Rebuilding control joints

Shallow spalls on bridge decks
Traffic area spalls & crack repairs
Grade matching
Floor repair
Stops  additional damage
Fill & repair spall before coating
Used to “knit” cracked slabs
Filling voids under concrete and tile

ADVANTAGES
        Cures from  -20° F to 130° F.

“Drive-Over” in  8 to 12 minutes
Produces High Strength Quickly
Self-leveling
Self Priming
Fast initial set; rapid gain to ultimate strengths.
Minimal odor
Colors available

TYPE OF MATERIAL
SealBoss 6060 QuickFix  is an advanced  polyurethane-polyurea

formulated, rapid set, high strength, ultra low viscosity  repair material. The
product is a two part, 1:1 mix ratio by volume, 100% solids system. This means
it is 100% solvent free and VOC free.

The material has been designed to fix spalled concrete surfaces and
cracks, and to rebuild  damaged control joints effectively and quickly.

Examples for typical repair applications are warehouse floor spalls and
other traffic prone surfaces, where load damage from steel wheels, hard urethane
wheels and other stress factors are common.

 6060 QuickFix  is also a strong adhesive to bond damaged slabs. The
product adheres very well to itself (wet on dry).  Quickfix is not  intended for use
where movement is required. For moving control joints please refer to our flexible
products such as 6500 QuickFix  Polyurea.

6060 QuickFix  is slightly moisture sensitive and should be applied on
dry surfaces.

APPLICATION
Clean the area of debris and contaminants, such as oils, loose materials,

dirt, rubber etc., for good adhesion of the product. Expose clean rough concrete

for best results.
If using a saw to cut concrete and clean the crack, remove all the dust

from the cut out area. Make sure the area is dry. Vacuum or blow off cement dust.

Deep Crack / Joint Application
Apply product to the bottom of the crack and work up in layers.

First apply product, then deliver sand into theapplied product. Then add more
product &  sand. Repeat the steps  until reaching the finished grade.

FILLER
Sand filler should be free of  moisture. Grit sizes from 12 to 60..  In exterior

applications, the use of dry silica sand will reduce discoloration from UV Rays.
Pea gravel can be used on very large spalls.

GRINDING TO FINISH GRADE
Allow 6060 QuickFix  to set for about 15 minutes or until hard. For best

results use a flexible grinding wheel. Scrapping or cutting may also be done with
a sharp razor blade cutter. Cut as soon as product is set and but not completely
hard yet. Repair is now ready for traffic.

MAINTENANCE OF EQUIPMENT
Remove all excess sealant and any smears. Tools and mixing

equipment are best cleaned immediately after use.  Solvents are hazardous, are
aggressive towards plastic and rubber and might be in  conflict with regulations on
the jobsite. Caution! Some cleaners are combustible.

SAFETY / PRECAUTION
Protect your health! While working with  this material, safety goggles,

gloves and safety clothing must be worn at all times. While injecting, a full face
shield is strongly recommended. Spills and blow-outs do happen! Protect yourself
and others on the jobsite. Consider  property  in proximity of the application area
to prevent loss or damage. Protect your jobsite from unauthorized persons. Store
all materials and equipment safely and out of reach of children!

Observe container labels, MSDS, and  instructions in the Product
Catalog before using the product and equipment. In case one of the components
comes in contact with the skin, wash thoroughly with soap and water. Provide
adequate ventilation in volume and pattern in working area. Further protection:
emergency showers and eyewash stations.
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100% Solvent FreeLow Viscosity
Polyurea Repair System
Fast Concrete and Spall Repairs
Cartridge System and in Pails

SealBossSealBossSealBossSealBossSealBoss  6060 QuickFix  TM
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TECHNICAL DATA

Viscosity (Mixed) 250 cps
Hardness, durometer (ASTM D2240) 67 to 72D
Tensile Strength        (ASTM D412) 4600 psi
Tear Strength (ASTM D624) lb/mil 489
Elongation % (ASTM D412) 6% to 8%
Compressive Strength (neat) 3900 psi
       (ASTM C109)       (with sand) 4800 psi
Bond Strength (ASTM 882-99) 3450 psi
Pot Life:
6060 Quickfix,        C-881 77° - 100 Grams Approx. 2-3 minutes
6060 Quickfix 2xT,  C-881 77° - 100 Grams Approx. 4-6 minutes
Shelf Life 6 months  in original unopened container.
Storage Conditions Do not store above 85OF or in direct sunlight.
PACKAGING:
1: 1 ratio available in 2x 1 gallon units and 22 oz. cartridges
22 oz. & 56 oz. Cartridges
1 Gallon Kit (with proportioning chambers)
2 Gallon, 5 Gallon, 10 Gallon Kits

DISPOSAL: Empty containers must be drip free.
SAFETY: Read all product MSDS and make sure that personnel using
the products understand  MSDS and General Safety Inforrnation Sheets.

Chemical Resistance:
Chemical Result
Acetic Acid 10 % R
Acetone RC
Battery Acid (Sulfuric Acid) RC
Brake fluid R
Chlorine (2,000 ppm in water) R
Citric Acid R
Gasoline R
Hydraulic Oil R-1
Methanol (5%) Gasoline RC
Motor Oil R-1
Toluene RC
Vinegar R
Water R
Xylene R
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Two Component  Flexible
Polyurea Joint Repair System
Fast Concrete Joint Repairs
Cartridge System and in Pails
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SAFETY / PRECAUTION
Protect your health! While working with this material, safety goggles,

gloves and safety clothing must be worn at all times. While injecting, a full face
shield is strongly recommended. Spills and blow-outs do happen! Protect yourself
and others on the jobsite. Consider  property  in proximity of the application area
to prevent loss or damage. Protect your jobsite from unauthorized persons. Store
all materials and equipment safely and out of reach of children!

Observe container labels, MSDS, and  instructions in the Product Catalog
before using the product and equipment. In case one of the components comes
in contact with the skin, wash thoroughly with soap and water. Provide adequate
ventilation in volume and pattern in working area. Further protection: emergency
showers and eyewash stations.
MAINTENANCE  OF EQUIPMENT

Remove all excess sealant and any smears. Tools and mixing equipment
are best cleaned immediately after use.  Solvents are hazardous, are aggressive
towards plastic and rubber and might be in  conflict with regulations on the jobsite.
Caution! Some cleaners are combustible.

SAFETY / PRECAUTION
Protect your health! While working with this material, safety goggles,

gloves and safety clothing must be worn at all times. While injecting, a full face
shield is strongly recommended. Spills and blow-outs do happen! Protect yourself
and others on the jobsite. Consider  property  in proximity of the application area
to prevent loss or damage. Protect your jobsite from unauthorized persons. Store
all materials and equipment safely and out of reach of children!

Observe container labels, MSDS, and  instructions in the Product Catalog
before using the product and equipment. In case one of the components comes
in contact with the skin, wash thoroughly with soap and water. Provide adequate
ventilation in volume and pattern in working area. Further protection: emergency
showers and eyewash stations.
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RANGE OF A PPLICATION
To fill cracks, damaged control joints,
construction joints on horizontal concrete
For  industrial floor
applications which receive heavy vehicle
traffic, such as fork lifts or steel wheeled
carts
Highly flexible, allowing slab movement,
yet strong enough to protect the vertical
edges of concrete from spalling under
extreme loading
Interior and Exterior . Only slight discoloration
in UV exposure

ADVANTAGES
100% Solids, Meets VOC Regulations
Remains Flexible, Even in Cold
Temperatures
Return Project to Service in 60 Minutes
Cures From -20OF to 130OF
Highly Moistue Insensitive
Odorless, No Toxic Vapors
Resistant to Petrochemicals

TYPICAL  APPLICATION ENVIRONMENTS
Industrial Facilities
Warehouse Floors
Manufacturing Facilities
Pulp and Paper Mills
Bottling and Canning Facilities
Airports
Water and Waste Water Treatment
Cold Storage Facilities
Food Processing Facilities
Freezers

TECHNICAL DATA
PHYSICAL PROPERTIES:
Color (A+B) Charcoal Gray,

Black, or other
Viscosity (mixed) Self  Leveling
Mix Ratio  (by volume) 1:1
Pot Life 100 grms at 77F 4 min
Tack Free , Thin Film at 77F 10-15 min
Initial Cure 60 min
Final Cure 5 days
% of Elongation ASTM D-412 200
Tensile Strength, psi ASTM D-412 700
Bond Strength, fully cured
clean concrete, psi ASTM C-882 400
Shore “A” Hardness ASTM D-2240 80-85A
PACKAGING:
1:1 ratio by volume units: 22/44/56 oz. Cartridges, 2 gal. Units, 10 gal. Units
22oz. cartridge yields 39 cu. in.
Shelf Life: six months  in original unopened container.
Storage Conditions: Store at 55F-95 F.
Disposal:                                               Empty containers must be drip free.

Limited Warranty Policy and Disclaimer for Products Supplied and/or Distributed by SealBoss Corp.:   All recommendations, statements and technical data
herein are based on tests we believe to be reliable and correct, but accuracy and completeness of said tests are not guaranteed and are not to be construed as a
warranty either  expressed or implied. User shall rely on his or her own information and tests to determine suitability of the product for the intended use and user
assumes all risk and liability resulting from his or her use of the product. Nothing contained in any supplied materials relieves the user of the obligation to read and
follow the warnings and instruction for each product as set forth in the current Technical Data Sheet, product label and Material Safety Data Sheet prior to product
use. SealBoss Corp. warrants supplied / distributed products to be free of manufacturing defects. Seller’s and manufacturer’s sole responsibility shall be to replace
that portion of the product of the manufacturer which proves to be defective. There are no other warranties by SealBoss Corp. of any nature whatsoever expressed
or implied, including any warranty of merchantability or fitness for a particular purpose in connection with this product. SealBoss Corp. shall not be liable for damages
of any sort, including remote or consequential damages resulting from any claimed breach of any warranty whether expressed or implied. SealBoss Corp. shall not
be responsible for use of this product in a manner to infringe on any patent or any other intellectual property rights held by others. In addition, no warranty or guarantee
is being issued with respect to appearance, color, fading, chalking, staining, shrinkage, peeling, UV damage, excessive temperature exposure, normal wear and tear
or improper application by the applicator. Damage caused by abuse, neglect and lack of proper maintenance, acts of nature and / or physical movement of the
substrate or structural defects are also excluded from the limited warranty. SealBoss Corp. reserves the right to conduct performance tests on any material claimed
to be defective prior to any repairs by owner, general contractor, or applicator. Neither seller nor manufacturer shall be liable to the buyer or any third person for any
injury, loss or damage directly or indirectly resulting from use of or inability to use the product. Recommendations and statements other than those contained in a
written agreement signed by an officer of the manufacturer shall not be binding upon the manufacturer or seller. SealBoss Corp. reserves the right to change the
properties of products without notice.

Visit us on the internet at
www.SealBoss.com

for complete and updated information
or call our free service hot line at

714-662-4445 or toll free at 1877-932-2293
Or visit the web store www.BuyDDI.com for more supplies


